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LEADING-EDGE SERRATIONS WHICH REDUCE THE NOISE OF LOW-SPEED ROTORS
Paul T. Soderman

Ames Research Center and
U. S. Army Air Mobility R&D Laboratory

SUMMARY

The acoustic effects of serrated brass strips attached to a small-scale and a large-scale rotor
were measured. The rotors were tested in a simulated hover condition with the thrust axis parallel
to the ground. Thrust and torque of the large-scale rotor were measured.

The small-scale rotor was 1.52 m (5.0 ft) in diameter; it had two blades with 6.99 cm (2.75 in.)
chords and NACA 0012 airfoil sections. The large-scale rotor was 2.59 m (8.5 ft) in diameter; it had
two blades with 21.34 cm (8.4 in.) chords and NACA 0015 airfoil sections. The serrations were
attached to the underside of each blade near the leading edge. The small-scale rotor was tested at
blade angles of 4°, 8°, 10°, and 12° and rotational speeds ranging from 480 to 1440 rpm, which
correspond to tip Reynolds numbers of 183,000 to 550,000. The results of the small-scale rotor
study are applicable to low-speed rotating blades or the inboard sections of high-tip-speed blades.
The large-scale rotor had tip Reynolds numbers which approximated those of conventional rotors
and propellers. That rotor was tested at blade angles of 6°, 12°, and 18° and rotational speeds
ranging from 500 to 1600 rpm, which correspond to tip Reynolds numbers of 994,000 to
3,180,000.

The serrations were effective in reducing the high frequency noise of the rotors but not the
low frequency rotational noise. Noise reductions from 4 to 8 dB overall sound pressure level and 3
to 17 dB in the high octave bands were achieved on the small-scale rotor. Noise reductions up to
4 dB overall sound pressure level were measured for the large-scale rotor at 800 and 1000 rpm.

Rotor performance was essentially unchanged by the presence or absence of serrations on the
blades.

INTRODUCTION

Ornithologists have known for a long time that owls fly very quietly in pursuit of their prey.
References 1 and 2 suggest that serrated feathers on the leading edge of the owl’s wing are partly
responsible for the low noise level of the owl. Figure 1 shows the wing and serrated feathers of a
barn owl (tyto alba). Investigations were started on the effects of serrations on the noise generation
and performance of rotating propulsive machinery.

This paper reports the results of acoustic tests of a small-scale and a large-scale rotor with
leading-edge serrations modeled after the owl feather. The two-bladed rotors were tested in hover
conditions (thrust axis parallel to the ground). Some of the data from the small-scale rotor test have
been presented in reference 3. The work reported here has led to detailed studies by this author
(ref. 4), by Hersh and Hayden (ref. 5), and by Arndt and Nagel (ref. 6) into the aeracoustic mecha-
nisms involved with serrated airfoils.




MODELS AND APPARATUS

Small-Scale Rotor

Figure 2(a) is a photograph of the rotor which was 1.52 m (5.0 ft) in diameter and the 112-kW
(150-hp) electric motor mounted on a test stand. The wood rotor blades (fig. 2(b)) had a constant
6.99 cm (2.75 in.) chord, a NACA 0012 airfoil section, and a 3° twist from root to tip (tip at
smaller angle of attack than root). The leading-edge serrations and locations on the rotor blades are
shown in figure 3. The serrations were cut out of brass by an electric discharge machine and were
attached to the blades by small wood screws.

Large-Scale Rotor

Figure 4(a) is a photograph of the 2.59 m (8.5 ft) diameter rotor and the gear box for the
261-kW (350-hp) electric motor mounted on a test stand. The rotor axis was 3.4 m (11 ft) above
the floor. The rotor blades had a constant 21.34-cm (8.4-in.) chord, a NACA 0015 airfoil section,
and no twist. The blades were aluminum-skin-honeycomb construction. A close-up photograph
(fig. 4(b)) shows a leading-edge serration mounted on the rotor. The various leading-edge serrations
and locations on the rotor blade are shown in figures 5(a) and 5(b).

Microphone Stations

The acoustic data for the small-scale rotor test were taken with a hand-held microphone on a
circle 4.57 m (15 ft) from the rotor center. The microphone was held in the horizontal plane
intersecting the rotor hub. Figure 6 shows the microphone locations for the large-scale rotor test.
The microphones were mounted on 1.83 m (6 ft) stands on a circle 7.62 m (25 ft) from the rotor
center.

Acoustic Instrumentation

Condenser-type (B&K) microphones were used which were 1.27 cm (1/2 in.) in diameter. A
combination sound level meter octave band analyzer (General Radio) was used to record the
small-scale rotor noise. A 6 percent! bandwidth analyzer and graphic level recorder (B&K) were
used to record the signals directly from the microphones during the large-scale rotor test (no tape
recorder in system). Microphone cables of 30.5 to 39.6 m (100 to 130 ft) in length were used
between the microphones with cathode followers and the graphic level recorder. The microphones
numbered 6 and 7 (see fig. 6) had nose cone shields because of the rotor slipstream impinging on
them. The data from microphone 7 were not as reliable as the other data because of wind effects.
The data obtained from microphone 2 were erroneous and are not presented.

! Filter bandwidth equals 6 percent of center frequency.
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All microphones were calibrated frequently using a pistonphone with an output of 124 dB at
250 Hz. Rotor noise measurement repeatability was found to be approximately +1 dB.

Corrections

The 1.52-m (5.0-ft) data have been corrected for the effects of background noise for those
cases where the background noise was within 10 dB of the measured rotor noise (ref. 7). The
background noise was predominantly in the 63-Hz octave band. Some of the low rpm data were
completely masked by background noise and are not presented. The 2.59 m (8.5 ft) rotor test
background noise did not affect the data presented. No corrections were made for reverberations in
the test area or ground reflections since these factors are believed to have had a negligible effect on
changes in overall noise level due to changes of rotor parameters. However, the possibly substantial
effect of ground reflections on the narrow band data was not determined.

TESTING AND PROCEDURE

Both rotors were operated in the shop of the Ames Large-Scale Aerodynamics Branch. The
shop is approximately 27 m (90 ft) by 38 m (125 ft) in area and 38 m (125 ft) high with a concrete
floor and corrugated fiberboard walls; it contained various amounts of machinery, large aircraft
models, and support beams. The nearest obstacles to the larger rotor are shown in figure 6.

Small-Scale Rotor Test

While the rotor 1.52 m (5.0 ft) in diameter was being tested, the large shop doors (18 m (60 ft)
wide by 9 m (30 ft) high) were open. The rotor was operated at various rotational speeds with
constant blade angles of 4°, 8°, 10°, and 12°. A maximum speed of 1440 rpm (tip speed of
115 m/sec (377 ft/sec)) was imposed because of structural limits. The maximum chord-based
Reynolds number at the tip was 550,000. The data were taken with a hand-held microphone 4.57 m
(15 ft) from the rotor center. The rotor was operated with and without serrations on the blades.
High rpm data were not obtained with the 0.76-cm (0.3-in.) serration on the rotor. Instrumentation
for performance measurements were not available.

Large-Scale Rotor Test

Noise measurements were made of the 2.59 m (8.5 ft)-diameter rotor with the shop doors
open and closed. The rotor rotational speed was varied from 500 rpm to 1600 rpm (maximum tip
speed of 217 m/sec (711 ft/sec)) and the blade angles of attack were 6°, 12°, and 18°. The max-
imum chord-based Reynolds number at the tip was 3,180,000. Noise data were recorded by fixed
microphones on a semicircle 7.62 m (25 ft) from the rotor center. Thrust and torque were measured
using strain gages mounted on a nonrotating retainer hub. Electric motor power was monitored.
Load cells for measuring thrust and torque were calibrated before and during the test. Some of the
noise data corresponding to 500 rpm were masked by background noise and are not presented.



RESULTS

Small-Scale Rotor Test

The sound pressure levels around the small-scale rotor are shown in figure 7. Figures 8(a)
through 8(d) show the effect of leading-edge serrations on the overall sound pressure level for
different rotational speeds and blade angles. An octave band analysis of typical rotor noise with and
without serrations on the leading-edges of the rotor is given in figure 9.

Large-Scale Rotor Noise

Figures 10 through 13 show the overall sound pressure levels measured around the rotor for
various serration shapes and positions. The effect of serrations on the harmonics of blade passage
frequency are shown in figures 14 through 17.

Performance data are presented in figures 18 and 19 as curves of thrust parameter
Cr/o  versus torque parameter CQ/U and in figures 20(a) through 20(e) as curves of figure of
merit versus C T/o.

DISCUSSION

Small-Scale Rotor

The small-scale rotor overall noise was consistently reduced 4 to 8 dB by the leading-edge
serrations of figures 2(b) and 3 for all but the 4°-blade-angle condition (see figs. 8(a) through 8(d)).
At the points labeled “rough” the rotor emitted a buzzing sound whose level varied +2 dB every 5
to 10 seconds. The noise reductions due to serrations could be easily detected by ear as the loud,
whistling noise from the clean rotor was replaced by a quieter, broad band sound from the serrated
blades. The 1440 rpm rotational speed (115 m/sec (377 ft/sec) at the tip) corresponded to a tip
Reynolds number of 550,000 based on the chord. Similar noise reductions by leading-edge serra-
tions were observed by Hersh and Hayden (ref. 5) and by Arndt and Nagel (ref. 6).

The octave band frequency spectrum illustrated in figure 9 is typical for this rotor and indi-
cates that the noise generated by the unserrated rotor was primarily high frequency. The peak in the
noise spectrum at 8000 Hz was due to oscillating loads on the blades caused by shedding of a vortex
street and was not due to rotational noise. This is based on results for similar flow conditions
reported in references 5 and 8. It was the high frequency noise which was reduced by the serrations.
Any noise reduction in the 31 Hz and 63 Hz octave bands may have been masked by background
noise.

Large-Scale Rotor
Leading-edge serrations reduced the noise of the large-scale rotor less than for the small-scale

rotor. Figures 10 through 13 illustrate the effect of serration shape, size, and location on the overall
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noise levels. The largest noise reductions occurred at 800 and 1000 rpm, with little reduction at
1400 and 1600 rpm. Tip Reynolds numbers based on the chord were 1,590,000 at 800 rpm and
3,180,000 at 1600 rpm. It was not possible to obtain rotor noise data at lower Reynolds numbers
because the sound generated by the rotor at lower rotational speeds was masked by the background
noise.

Effect of serration size and location on the overall noise level— Tables 1 and 2 summarize the
effects of serrations 1, 3, 4, and 5 for a rotational speed of 800 rpm, the speed at which the
serrations were most effective at reducing noise. Serrations 3 and 4 reduced the overall noisc levels
up to 4 dB as shown in table 1. For most conditions, serrations 3 and 4 gave better results than
serration 5, the largest serration tested. Serration 1, which had no spacing between prongs (see
fig. 5(a)), did not perform as well as the others. Therefore, these limited data suggest that the
smaller serrations (0.13 to 0.25 cm (0.05 to 0.10in.)) with gaps between prongs reduced the noise
more effectively than did the larger serration (0.64 cm (0.25 in.)) and the serration without gaps.

Tables 1 and 2 show that the positions of serrations 3 and 5 on the rotor blade had a large
effect on noise reduction. At an 18°-blade-pitch angle, moving the serration aft to position 3 was
beneficial. At 12°, position 2 gave the largest noise reduction in most cases. This observation
suggests that proper serration location depends on the stagnation point location. However,

figures 10(d), 10(e), 11(c), 11(d), and 12(b) show that position 2 was a good compromise for all
blade angles and rotational speeds tested.

Narrow band analysis— Narrow band frequency analyses of the large-scale rotor noise indicated
that the peaks occurring at harmonics of the blade passage frequency, f;, stood above the broad
band noise. These peaks were relatively high for the first few harmonics since rotational noise was
the major source. Under most conditions the peaks were above the broad band noise to the 10th
harmonic in the 6 percent bandwidth spectrum plots.

Figures 14(a) through 14(c) show the noise levels at harmonics of the blade passage frequency
for the rotor with and without serration 3 as measured with microphone 5. The overall noise levels
were dominated by the noise in the 1st harmonic of blade passage frequency. Therefore, noise
reductions in overall noise were due to reductions in noise at the blade passage frequency and not
due to reductions in higher frequency noise. At 1000 rpm and at blade angles of 6°, 12° and 18°,
the noise in harmonics 3 through 8 were generally lower for serration 3. This observation suggests
that the serration was reducing oscillating blade pressures associated with periodic blade loading.

This reduction did not occur at 1400 rpm.

Figures 15(a) through 15(¢) show little noise reduction due to serration S except at 1000 rpm,
and § = 18°, when higher frequency noise was reduced.

The only acoustic data taken at 500 rpm are presented in figure 16. At this lower tip Reynolds
number (993,000), serration 2 in position 3 reduced the vortex noise up to 10 dB. The tip speed for
this condition was the same as that for the small-scale rotor at 840 rpm, which resulted in a 8.5 dB
noise reduction due to serrations. This indicates that serrations perform the best at low Reynolds
numbers where higher harmonics of rotational noise and the noise generated by vortex shedding are
a greater component of the generated noise.




TABLE 1.— MAXIMUM NOISE REDUCTION, AdB, AT 800 RPM

gfgz B=6° B=12° B=18°
Position? 1 2 3 1 2 3 1 2 3
Serration 12 - — - - 1.0 - _ - _
Serration 3 20 | - - 20 | 15 |20 |-25°] — | 40
Serration 4 — - — - — - 4.0 3.0 4.0
Serration 5 - - ~ |20 |30 o5 | -25]| 30 |20

3Figure § illustrates position and serration number.

DNumbers with negative sign are maximum noise increase. Dashes indicate that no data are available.

TABLE 2.— AVERAGE NOISE REDUCTION, AdB?, AT 800 RPM

Blade _ Lo 140 —1g°
angle =6 g=12 =18
Position 1 2 3 1 2 3 1 2 3
Serration 1 — — — - 0.3 — — — -
Serration 3 1.5 | - - 08 | 10 |10 | -13% - 3.0
Serration 4 — — — — — — 2.0 0.4 2.0
Serration 5 - — — -1.0 — 0 -2.0 0.2 1.4
s AdB;
3AdB = 'El rat where AdBi is noise reduction at microphone i microphones 2 and 7 excluded.
1:

D Numbers with negative sign are average noise increase. Dashes indicate that no data are available.




The complete 6 percent bandwidth frequency spectrums of the rotor noise are shown in
figures 17(a) and 17(b) for the unserrated and serrated blades. These are typical of the frequency
spectrums from which figures 14 through 16 were taken.

Effect of serrations on performance— Thrust and torque measurements showed that serrations
did not adversely affect rotor performance. Figures 18(a) through 18(f) are plots
of Cy/o versus CQ/o for serration 3 at different positions and for various rotational speeds. The
data show that rotor thrust could be maintained with serrations on the blades by increasing blade
angle but without an increase in torque. Therefore, thrust could be maintained without an increase
of power required. Figures 19(a) and 19(b) indicate that serration 5 did not affect the rotor perfor-
mance.

Figure of merit is a measure of hover efficiency. Figures 20(a) through 20(¢) represent typical
data and show that rotor figure of merit was not degraded by adding serrations to the blades.

These performance measurements agree generally with results of an aerodynamic study (ref. 4)
which showed that properly designed serrations did not degrade the performance of a two-dimen-
sional airfoil in a wind tunnel. In fact, certain serrations increased maximum lift and angle of attack
for maximum lift of the model. That effect was caused by vortices from the serrations which
reduced separated flow on the airfoil upper surface.

CONCLUDING REMARKS

Noise level reductions from 4 to 8 dB overall sound pressure level and from 3 to 17 dB in the
higher frequency octave bands were achieved with 0.25-cm (0.1-in.) serrated brass strips attached to
the small-scale rotor leading edge. Noise reductions were obtained for rotational speeds of 600 to
1440 rpm (maximum speed tested) and blade angles of 8°, 10°, and 12°.

Serrations were less successful in reducing noise levels of the large-scale rotor. Serrations 3 and
4 in the most aft position on the blade leading-edge region reduced the overall sound pressure level
up to 4 dB. Optimum serration position depended on stagnation point location, but position 2 was
a reasonable compromise for all blade angles tested. Smaller serrations (0.13 to 0.25 c¢cm (0.05 to
0.10 in.)) reduced the noise more effectively than did the larger serration (0.64 cm (.25 in.)).

The serrations were much more effective as noise suppressors at low tip speeds (48 m/sec
(157 ft/sec) to 135 m/sec (444 ft/sec)) than at high tip speeds (190 m/sec (621 ft/sec) to
217 m/sec (710 ft/sec)). In terms of chord-based Reynolds numbers, the serrations were most
effective at conditions corresponding to tip Reynolds numbers of 1,999,000 and lower. At high tip
speeds, the rotor noise was dominated by low frequency rotational noise which was relatively
unaffected by the serrations. At low tip speeds, the higher frequency noise was a significant part of
the overall noise and was reduced by the serrations. This high frequency noise included the sound
generated by vortex shedding and, in the case of the large-scale rotor, the higher harmonics of
rotational noise.



Serrations did not appreciably affect performance of the largescale rotor (the small rotor
wasn’t instrumented). Thrust levels could be maintained for a given input power with serrations on
the rotor.

An explanation of the noise reduction mechanisms of leading-edge serrations is reported in
reference 5. That study shows that leading-edge serrations generate vortices on the airfoil upper
surface and generate a turbulent boundary layer on the lower surface. This effect reduces separated
flow regions and also eliminates periodic fluctuations in the wake such as those caused by vortex
streets. Fluctuating blade loads and generated noise are thereby reduced. A similar study (ref. 6)
indicated that serrations generate small-scale vortices which serve to break up rotor tip vortices.

Ames Research Center
National Aeronautics and Space Administration
Moffett Field, Calif., 94035, November, 1972
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(c) Position 1, 8= 18°.

Figure 10.— Continued.
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Figure 11.— Overall sound pressure levels at 7.6 m (25 ft) from the large-scale rotor with
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(b) Position 1, 8 = 18°.

Figure 11.— Continued.




Sound pressure level in dB re 2X%10°5 N/m2

Microphone

7 6
1T y )
120 HH
1o | )
4
! A
100 | X
90
Thrust j ] e = : Em“

800 2 -

TR \ 3 : oy
; FILTES
5 1000 £
N S bV
W 8 X
1400
1600 rpm >
O Basic rotor
O Serration 5

(¢) Position 2, 8 = 12°.

Figure 11.— Continued.

33



34

Sound pressure level in dB re 2X1079 N/m2

120

O

100

90

Thrust

Microphone

7 6
T -
1 1t - ’_' >‘ 1 #""j '—?_I
800
1000 S
1400
1600 rpm

O Basic rotor
O Serration 5

(d) Position 2, 8 = 18°.

Figure 11.— Continued.




Sound pressure level in dB re 2 %1079 N/m2

120

1O

100

90

Thrust

Microphone

T 11

|

T 1T 17

P

T T T

800
N

1000

1400 1600rpm.

O Basic rotor
O Serration 5

e

(e) Position 3,8 = 12°.

Figure 11.— Continued.

35



36

Sound pressure level in dB re 2x%10°" 5 N/m2

Microphone

7 6
120
10 | 15
10O}
ﬁ}f.{‘
30
Thrust § = == "y 3
800 S
1000
Il
I 1400
600 rpm
' O Basic rotor
O Serration 5
|

(f) Position 3,8 = 18°.

Figure 11.— Concluded.



Microphone

7 6
120 H
1o H
I 5
N -t
£
~
2
[Te]
o l
x 100 )
o
et
@ // . 4
pel
£ 90 [
©
2
q’ )
5 - . = S== = :i—,—r -
3 ThrUSf y - 'rr‘_*::{?__ 44[ I) 3
et ] = i~ {1
a
©
c
>
3 i
(n "
}%H' oy 8OO0« E \\
; 1000
1400
- 1600 TpmM
O Basic rotor
O Serration 4

(a) Position 1, = 18°.

Figure 12.— Overall sound pressure levels at 7.6 m (25 ft) from the large-scale rotor
with and without serration 4.

>

37



38

Sound pressure level in dB re 2X1075 N/m2

Microphone

7 o
120
1]
1o f
100}
90 1 7
Thrust + } \u.lh T =
800 S
1000
1400
1I600rpm
O Basic rotor P
O Serration 4

(b) Position 2, 8 = 18°.

Figure 12.— Continued.




Sound pressure level in dB re 2X1072 N/m2

120

1O H

100 |-

90

Thrust

Microphone

4 6
E ‘/‘7‘ e
] /
| . / 5
; Xj; !
5 54
EEcecEes =
1 N 7:‘?:_:_‘ TS 3
T 800 ) & S \‘ }/\\
X o~ ~
lOQO 3
1400
- 1600 rpm
O Basic rotor
O Serration 4

(c) Position 3,5=18°.
Figure 12.— Concluded.

39



Microphone

7 6

1T —F

H s

i

120
8
HO f 5
o ||
£ iyt
~
> i
0
o
X 100 >
o 2
@
s 4
£ Q0
)
>
o
[« 3]
2 SsinsEe:
3 Thrust T ” 5 B S = u' = 3
a : :
o)
S
[o}
» 800
1000
|400\
I600rpm
O Basic rotor
O Serration |
|
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with and without serration 3; measured at microphone 5.

41



‘panunuo) — | AIn3ig
-1 =g ‘g uonisod (q)

Iy *Aousnbai; abosspd appjq JO $IIUOWIDH

lIo- |io-
OO 6 8 L 9 G b € 2 114810 OO 6 8 L 9 6 v € 2 114810
T T T T T T T T T1 T T T T T T T T 11
— o8 — 08
— 06 — 06
ZH 99p =}
d
- ool werooy! o0l
ZH ¢¢G=h
wdJ 009l
= ol -on
O 0L
0]
— 08
¢ uoyodidas J 06
40404 21s0g QO EQ\_OOO_
)
& o

ZW/N g OIXZ 3 gp Ul |9A8) aanssaud punos

42



Sound pressure level in dB re 2x1079 N/m2

100
B 1000 rpm
f,=333 Hz
90+
80
72 U

o=
1400 rpm
f=46.6 Hz

100

90

80

11 ] | ] ] | ] | ] i

Over | 2 3 4 5 6 7 8 9 10
-all

Harmonics of blade passage frequency, f

(c) Position 3,8 = 18°.

Figure 14.— Concluded.

O Basic rotor
O Serration 3

43



"S 2uOYdOoIOIW JB PIINSEIW G UONBLISS JNOYJIM PUE yum
‘10101 a[BOs-9318] JY) JO Aouonbaiy agessed 9PE[q JO SOTUOWLIRY JB S[IAQ] 2Inssald punog — G aIndig

"09 = ¢ ‘€ uonsod ()

Iy ‘Aousnbaiy obpsspd apo|q 40 SOIUOWIDH

D=

Ol 6 8 L 9 ] v ¢ Z | 4970
T T T T 717 T T T T T10
— 08
— 06
ZH g'gg=Y 00!
wdJi o9l
0]
2o

G uoybwes [
doj04 o109

Ol

lto-
6 8 L 9 G $ § 2 |48
T T 1T T T T T T 7T oL
JOm
— 06
ZH L9b=Y
wdi 00p|
S0 poo_
(O]

ZH ¢gg=l
wdJ 0Q0!

2W/N g.OIX2 81 gp Ul |3A8] Bunssaid punog

44




OO 6 8 L 9 g ¢

‘penunuo) — ¢ aIndi

"oC1 = ¢ ‘g uonsod (q)

Y *Aouenbai; abpsspd 8ppjq 4O SOIUOWIDH

Ito~
FETYe}

ZH ¢¢G=4
wds 009l

G uoyoads [J
jol04 21508 O

llo-
2 1480 o 6 8 2 9
| — [ S B —
o8
06
-joo ZH L9b=)
wdJ 00p!
—on

— 00l

;o)

o

ZH ¢¢g=1
wdJi 000!

0oL

zw/Ng_lea 34 gp Ul |9A3] ainssaiud punog

45




100

90 O Basic rotor

O Serration 5

®
O

o

£

~

P

©

o

X

4V}

v | 1 || | L1

m7oll [

T

£

® a

3 WO

o {400 rpm

2 f=46.6 Hz

(7]

it

Q

o 100+

[ =

3

(@}

w
90
801IIIII|IIIJ

Over! 2 3 4 5 66 7 8 9 10
-all

Harmonics of blade passage frequency, f

(¢c) Position 3,8 = 18°.

Figure 15.— Concluded.

46




né O Basic rotor
S 80— [0 Serration 2
T}

1

o 9 500 rpm

& fi=16.6 Hz

(e}

~ 70

m

Re)

c

®

>

@ 60

e

3

[72)

(7]

(O]

a

2 50 |

2 Over! 2 3 4 5 6 7 8 9 10
0 all

Harmonics of blade passage frequency, f

Figure 16.— Sound pressure levels at harmonics of blade passage frequency of the large-scale rotor,
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Figure 17.— Narrow band spectrum sound pressure level at microphone 5; § = 18°, 1400 rpm.




6 percent bandwidth sound pressure level in dB re 2 X 10™° N/m?2

o

100

03}
O

~
©)

n

©]

100

(o]
O

@
o

~
@)

100

90

80

70

L1 | IR S I I I N O B I B

20-200 Hz

[ | | N A N O N I S (N (N B

200-2000 Hz

r——

[ | N U IS N T O N S S B

2000 -20,000 Hz

(b) Basic rotor.

Figure 17.— Concluded.

c/s 25 30 40 50 70 80 100 140 200

49



50

Figure 18.— Thrust parameter CT/O versus torque parameter C/a for the large-scale rotor, ‘
with and without serration 3.
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Figure 19.— Thrust parameter CT/ o versus torque parameter CQ/O for the large-scale rotor,
with and without serration 5.
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Figure 20.— Figure of merit (F;) versus C T/o for the large-scale rotor, with
and without serration 3.
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